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E-Lack  915 
 
 
 
 
 
Typ:  wässriger NC Emulsions- 
  lack, farblos 
 
Festkörper: ca. 15% 
 
Flammpunkt: > 100°C 
 
 
Eigenschaften: E-Lack 915 ist ein 
farbloser, wasserverdünnbarer, 
mittelweicher Emulsionslack. Leder die mit 
E-Lack 915 gefinisht werden zeigen einen 
warmen glatten Griff mit guter Brillanz und 
weisen sich durch eine hervorragende 
Bügelbarkeit aus. E-Lack 915 ist gut 
polierbar und ist deshalb gut für natürliche 
Lederarten geeignet. 
Eine weitere gute Anwendung von E-Lack 
915 ist die anteilsmäßige Zugabe in die 
Grundierung. Es wird dadurch eine bessere 
Haftung, höhere Echtheiten, sowie eine 
deutlich verbesserte Bügelbarkeit erreicht.   
 
 
 
 
Lagerung: + 2°C to + 30°C 
frostempfindlich  
 
 
Lagerzeit: 6 Monate  
in gut verschlossenem Gebinde.  
 
Vor Gebrauch gut aufrühren. 
 

 
 
 
 
 
Type:  water thinnable NC emulsion
 lacquer, colourless 
 
Solid content: approx. 15% 
 
Flashpoint: > 100°C 
 
 
Properties: E-Lack 915 is a colourless, 
medium soft emulsion lacquer with 
excellent levelling properties. Leathers 
finished with E-Lack 915 have a pleasant 
warm feel, brilliance and very good plating 
properties. E-Lack 915 is very good polish- 
able and is therefore recommended for 
natural leather types.  
A further usage of E-Lack 915 is to add it to 
bottom coats. This guarantees better 
adhesion, higher physical properties and 
reduces significantly tackiness during 
plating. 
 
 
 
 
 
Storage: +2°C to + 30°C  
sensitive to frost  
 
 
Shelf life: 6 months  
in well sealed containers.  
 
Stir well before use. 
 
 

 
 


