TECHNICAL INFORMATION

LEDERTECHNIK

Wachstop ZW

Typ: Naturwachsemulsion
nichtionisch/anionisch

Festkorper: ca. 15%

Eigenschaften: Wachstop ZW ist eine
sehr weiche Wachsemulsion fur die
Grundierung. Das Produkt verleiht der
Zurichtung einen angenehmen seidigen
Griff und hat eine geringe Mattierwirkung.
Wachstop ZW wird speziell fur weiche,
vollnarbige Leder empfohlen, wo eine gute
Narbenfllle gewiinscht ist.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrihren.

Type: natural wax ermulsion
non ionic/anionic

Solid content: approx. 15%

Properties: Wachstop ZW is a very soft
wax emulsion for bottom coats, giving the
finish a pleasant silky feel. The product has
a slight matting effect. Wachstop ZW is
specially recommended for soft full grain
leathers, where a good filling of the grain is
requested.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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