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Filler  PU

Typ: Wachdispersion

Festkörper: ca. 25%

pH-Wert: ca. 7,5

Eigenschaften: Filler PU ist ein spezielle
Mischung synthetischer Wachse. Filler PU
wird in Top coats eingesetzt und erzeugt
eine hellen/weissen Aufbruch. Dieser Pull
up Effekt kann durch Zugabe von
Metallkomplexfarbstoffen (Anilin extra)
und/oder Pigmenten angefärbt werden.
Dadurch wird ein sehr natürlich
aussehendes Leder erzielt.

Richtrezeptur:
100 Teile Polyton L260
  20 Teile Filler PU
  10 Teile Anilin extra
    3 Teile Vernetzer A100

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: Wax dispersion

Solid content: approx. 25%

pH-value: approx. 7,5

Properties: Filler PU is a mixture of
synthetic waxes. Filler PU is used in Top
coats and produces a light/white pull up
effect. With adding aniline dyes or pigments
you can achieve a pull up effect in various
colours.

Startung formulation:
100 parts Polyton L260
  20 parts Filler PU
  10 parts Anilin extra
    3 parts Vernetzer A100

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.


