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Wachstop  XT

Typ: Emulsion synthetischer Wachse

Festkörper: ca. 32 %

pH-Wert: 9,5

Eigenschaften: Wachstop XT ist eine
hochwertige Wachsemulsion die speziell
für gute Wachszurichtungen entwickelt
wurde. Wachstop XT kann allein oder in
Kombination mit Ölen aufgetragen werden.
Nach dem Trocknen und heißem bügeln
erhält man eine sehr gut abgeschlossene
Oberfläche, welche dann weiter zugerichtet
werden kann.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 6 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: Emulsion of synthetic Waxes

Solid content: approx.32 %

pH- value: approx. 9,5

Properties: Wachstop XT is a high quality
wax emulsion, specially developed to
achieve a good wax finishes.
Wachstop XT can be applied  pure or in
combination with oils . After drying and hot
plating the leather shoes a very smooth
and closed surface. The leather now is
ready for further finishing procedures.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 6 months
in well sealed containers.

Stir well before use.


