TECHNICAL INFORMATION

LEDERTECHNIK

Modifikator 153

Typ: Siloxanemulsion
Festkorper: ca. 27%
pH-Wert: ca. 7

Eigenschaften: Modifikator 153 ist ein
wassriges Griffmittel, das im Top-Coat und
in der Grundierung eingesetzt werden
kann. Bei Einsatz in der Grundierung
(10-30 g/l) reduziert Modifikator 153
deutlich das Stapelkleben und verleiht dem
Leder einen angenehmen Giriff. Im Top-
Coat gibt Modifikator 153 einen glatten,
angenehmen Griff und verbessert die
Abriebfestigkeit.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

Type: siloxane emulsion

Solid content. approx. 27%

pH-value: approx. 7

Properties: Modifikator 153 is a water
based modifying agent which can be used
in top coats and in bottom coats.

Applied in the bottom coat it reduces the
tackiness during stacking and gives the
leather a pleasant feel. Recommended
quantity: 10 - 30 g/l. In the top coat
Modifikator 153 produces a smooth
pleasant warm feel and improves the
abrasion resistance

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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