
TECHNICAL INFORMATION

DLH Ledertechnik GmbH, Floridsdorfer Hauptstrasse 29, A1210 Vienna, tel:+43 1 278 13 57 –0  fax: +43 1 278 13 57 – 9 e-mail: dlh@dlh.at

Vernetzer  A100

Typ: Aziridin
Vernetzer

Wirksubstanz: 100%

Eigenschaften: Vernetzer A 100 ist ein
hochwirksamer Vernetzer für die wässrige
Zurichtung. In Grundierungen und Top-
coats eingesetzt ergibt er eine deutliche
Steigerung der Flexibilität, erhöht die
Abriebfestigkeit und verbessert merklich die
Haftung zum Untergrund.
ACHTUNG: Vor der Verwendung
unbedingt die beigelegten Sicherheits-
vorschriften beachten!

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut (ADR)

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: aziridine
reticulating agent

active substance: 100%

Properties: Vernetzer A100 is a highly
active crosslinking agent for water based
finishes. Used in base coats and top coats
it markedly increases the flexibility as well
as the abrasion fastnesses and perceptibly
improves the adhesion.
Caution: Prior to use consult the safety
data sheet for health prevention measures.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good (ADR)

Shelf life: 12 months
in well sealed containers.

Stir well before use.


