TECHNICAL INFORMATION

LEDERTECHNIK

Binder A80

Typ: Acrylat-Mischpolymerisat

Festkorper: ca. 40%

pH-Wert: ca. 6-7

Eigenschaften: Binder A80 ist ein sehr
weiches, lichtechtes und gut wasserfestes
Polymerisat fur die Zurichtung aller
weichen Lederarten. Der Binder gibt eine
gute Egalitat, Fllle und ein schénes Mill-
korn, wodurch er sich besonders flr
Mobelleder sehr gut eignet. Binder A80
erlaubt lange Millzeiten und kann Gberall
dort eingesetzt werden, wo die Millfestig-
keit erhéht werden soll.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

Type: acrylate mix polymerisate

Solid content: approx. 40%

pH-value: approx. 6-7

Properties: Binder A80 is a very soft, light
fast and water resistant polymerisate for all
soft leather types. This resin produces a
high build and egalized finish with a
beautiful milling grain and is therefore
specially suited for furniture leathers.
Binder A80 allows long milling times and
can be used therefore in all finishes
requesting milling resistance.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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