TECHNICAL INFORMATION

LEDERTECHNIK

Binder A95

Typ: Acrylat Mischpolymerisat
Festkorper: ca. 40%
pH-Wert: ca. 3,5

Eigenschaften: Binder A95 ist ein sehr gut
deckender und flexibler Binder mit
hervorragenden Prageeigenschaften. Die
spezielle Monomerzusammensetzung
erlaubt die Herstellung von gut kaltefesten
Zurichtungen. Mit Repex vernetzt bringt
Binder A95 extrem hohe Flexibilitdtswerte,
wodurch er flr die Zurichtung von Sport-
schuhleder speziell empfohlen wird.

Lagerung: +2°C to +30°C
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

Type: acrylate mix polymerisate

Solid content: approx. 40%

pH-value: approx. 3,5

Properties: Binder A95 has a very good
build and produces coatings with excellent
flexibility and embossing quality. The
special monomer composition allows the
production of finishes with good cold
resistance. Crosslinked with Repex it
achieves extremly high flexibility values and
is therefore specially recommended for the
finishing of sport shoe leathers.

Storage: +2°C to +30°C
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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