TECHNICAL INFORMATION

LEDERTECHNIK

Binder 9646

Typ: Acrylat-Mischpolymerisat
Festkorper: ca. 40%
pH-Wert: ca.6

Eigenschaften: Binder 9646 ist eine
mittelweiche, lichtechte Acrylatdispersion
fur flexible Zurichtungen mit guter Falle und
Egalitat. Binder 9646 erlaubt lange
Millzeiten und gibt eine gute Haftung am
Leder. Binder 9646 kann allein oder in
Kombination mit anderen Acrylaten oder
PU-Dispersionen eingesetzt werden.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

Type: acrylate mix polymerisate

Solid content: approx. 40%

pH-value: approx. 6

Properties: Binder 9646 is a medium sofft,
light fast acrylate dispersion producing
flexible finishes with good build and
levelness. Binder 9646 allows long milling
times and achieves good adhesion to the
base. Binder 9646 can be used alone or in
combination with other acrylates or PUR
Dispersions.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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