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Binder  8814

Typ: Butadien Copolymer

Festkörper: ca. 40%

pH-Wert: ca. 6,5

Eigenschaften: Binder 8814 ist ein gut
füllender, vernetzbarer Latex mit sehr
hohen physikalischen Echtheiten, speziell
für Roller Coater Applikation geeignet. Mit
Binder 8814 kann man Zurichtungen mit
einer Kälteflexibilität bis zu minus 35°C
herstellen. Zurichtungen, die zum Kleben
neigen können durch anteilsmäßigen
Zusatz von Binder 8814 diesbezüglich
deutlich verbessert werden.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: butadiene copolymer

Solid content: approx. 40%

pH - value: approx.6,5

Properties: Binder 8814 is a cross-linking
latex with a high build, producing films with
very high physical resistances, specially
suited for Roller Coater application.
Finishes with Binder 8814 remain flexible
down to minus 35°C. Formulations with a
tendency to tackiness can be markedly
improved on this behalf by partial addition
of Binder 8814.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.


