TECHNICAL INFORMATION

LEDERTECHNIK

Binder A70

Typ: Acrylat-Mischpolymerisat

Festkorper: ca. 35%

pH-Wert: ca. 7,5

Eigenschaften: Binder A70 ist ein selbst-
vernetzendes Acrylatmischpolymerisat mit

hervorragenden physikalischen Echtheiten.

Binder A70 gibt einen elastischen, nicht
klebirgen, hochflexiblen Film —am Leder
zeichnet sich Binder A70 durch gute Haft-
festigkeit und sehr natlrlichem Leder-
charakter aus. Binder A70 1aRt sich
herverragend pragen und garantiert auch
nach langem Millen ein bestandiges
Pragebild.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

Type: acrylate mix polymerisate

Solid content: approx. 35%

pH-value: approx. 7,5

Properties: Binder A70 is a self
crosslinking acrylate polymerisate with
excellent physical properties. Binder A70
gives a very good elastic and non tacky,
high flexible film — applied on the leather
Binder A70 guarantees good adhesion
properties, preserving the natural
character. Binder A70 shows very good
embossing properties and guaranties a
pregnant picture after long milling time.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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