
TECHNICAL INFORMATION

DLH Ledertechnik GmbH, Floridsdorfer Hauptstrasse 29, A1210 Vienna, tel:+43 1 278 13 57 –0  fax: +43 1 278 13 57 – 9 e-mail: dlh@dlh.at

Binder  9640

Typ: Acrylat Polymerisat
für Craquelé Effekte

Festkörper: ca. 50%

pH-Wert: ca. 8

Eigenschaften: Binder 9640 ist eine sehr
harte Acrylatdispersion mit der sehr einfach
Antikeffekte hergestellt werden können. Mit
Binder 9640 kann man auch mittels Roller
Coater einen schönen Craquelé Effekt mit
hoher Brillianz erreichen.

Richtrezeptur für Craquelé Effek

Pigment  70 Teile
Binder 9640 900 Teile
Polyron L260  30 Teiel

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: acrylate polymerisate
for craquelé effects

Solid content: approx. 50%

pH-value: approx 8

Properties: Binder 9640 is a very hard
acrylic dispersion which is suitable to
achieve optimal antique effects. Binder
9640 applied by Roller Coater  produces a
beautiful, brilliant craquelé effect.

Starting formula for craquelé effect

Pigment  70 parts
Binder 9640 900 parts
Polyron L260  30 parts

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.


