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Polyton  W920

Typ: Polyurethandispersion
aliphatisch

Festkörper: ca. 30%

pH-Wert: ca. 8,5

Eigenschaften: Polyton W920 ist eine
universell einsetzbare, mittelweiche, licht-
echte, aliphatische PU-Dispersion die sich
durch eine hervorragende Egalisierwirkung
auszeichnet. Ferner reduziert Polyton
W920 deutlich die Neigung zur Dampf-
blasenbildung beim Bügeln. Wegen dieser
Eigenschaften wird Polyton W920 für alle
hochglänzenden Leder, sowie für Glanz-
stoßimitations-Zurichtungen empfohlen.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: polyurethane dispersion
aliphatic

Solid content: approx. 30%

pH-value: approx. 8,5

Properties: Polyton W920 is a medium
soft, light fast aliphatic PUR dispersion for
universal application with excellent
egalizing properties. It also reduces
tendencies for vapour blisters while plating.
Due to this porperties Polyton W920 is
recommended for all high gloss leathers
and glaze imitation finishes.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.


