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Polyton W940

Typ: Polyurethandispersion
aliphatisch

Festkörper: ca. 40%

pH-Wert: ca. 8

Eigenschaften: Polyton W940 ist eine
mittelweiche, lichtechte, aliphatische PU-
Dispersion, speziell entwickelt für Zurich-
tungen mit hohen Anforderungen an
Flexibilität, Haftung und Kratzfestigkeit.
Auch anteilsmäßig eingesetzt werden die
physikalischen Echtheiten deutlich verbes-
sert. Eine Vernetzung mit Repex steigert
die bereits ausgezeichneten Filmwerte.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: polyurethane dispersion
aliphatic

Solid content: approx. 40%

pH-value: approx. 8

Properties: Polyton W940 is a medium
soft, light fast aliphatic PUR dispersion
specially suited for finishes with high
demands to flexibility, adhesion and scratch
proof. Addition of even a small ratio in resin
liquors enhances the physical guaranties,
reticulation with Repex further improves the
already excellent film values.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.


