TECHNICAL INFORMATION

LEDERTECHNIK

Polyton WM874

Typ: Polyurethandispersion
aliphatisch

Festkorper: ca. 20%

pH-Wert: ca. 8

Eigenschaften: Polyton WM874 ist eine
harte, nicht thermoplastische, aliphatische
PU-Dispersion mit ausgezeichneten Echt-
heiten und gutem Glanz. Polyton WM874
wird entweder in der Grundierung und
Deckfarbe mit Bindern und Hilfsmitteln
kombiniert zur Verbesserung der Flexibili-
tat und der physikalischen Echtheiten ein-
gesetzt, oder als Topcoat in Mischungen
mit Wachstop, Glanztop und Vernetzern,
wodurch hoher Glanz, angenehmer Griff
und guter Nal3- und Trockenabrieb erzielt
werden.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrihren.

Type: polyurethane dispersion
aliphatic

Solid content: approx. 20%

pH-value: approx. 8

Properties: Polyton WM874 is a hard non
thermoplastic polyurethane dispersion with
very good resistances and gloss. Polyton
WM874 can be used in botfom coats and
pigmented finishes with resins and
auxiliaries to improve the physical
properties, and in top coats in combination
with Wachstop, (waxes) Glanztop (glosses)
and reticulating agents, whereby a high
gloss, pleasant feel and good wet and dry
abrasion resistances are obtained.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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