TECHNICAL INFORMATION

LEDERTECHNIK

Olgrund PL

Typ: Wachs-Ol- Mischung
Wirksubstanz: 100%

Eigenschaften: Olgrund PL ist eine gut
penetrierende Wachs-Ol-Mischung, die
sich ausgezeichnet fur die Vorgrundierung
von Glanzstol3- oder Polierzurichtungen
eignet. Olgrund PL erhéht die Brillianz,
verstarkt den natirlichen Charakter des
Leders und gibt einen angenehmen,
warmen Giriff.

Lagerung:+2°C to +30°C
frostfest

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

Type: wax oil mixture

Active substance: 100%

Properties: Olgrund PL is a well
penetrating oil wax mixture, specially suited
for the bottom coating of glaze or polish
finishes. Olgrund PL increases the
brilliance and enhances the natural
character of the leather producing a warm
pleasant feel.

Storage: +2°C to +30°C
frostproof

Shelf life: 12months
in well sealed containers.

Stir well before use.

DLH Ledertechnik GmbH, Floridsdorfer Hauptstrasse 29, A1210 Vienna, tel:+43 1 278 13 57 -0 fax: +43 1 278 13 57 — 9 e-mail: dlh@dlh.at



