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E-Lack  731

Typ: wässriger NC Emulsions-
lack, farblos

Festkörper: ca. 13%

Flammpunkt: ca. 53°C

Eigenschaften: E-Lack 731 ist ein
farbloser, wasserverdünnbarer, mittelharter
NC Emulsionslack mit ausgezeichneten
Verlaufseigenschaften. Leder die mit
E-Lack 731 abgeschlossenen sind,
zeichnen sich durch hohen Glanz und sehr
gute Reibechtheiten aus. Die Brillianz der
Zurichtung wird wesentlich erhöht, wobei
der Ledercharakter verstärkt zur Geltung
kommt.

Lagerung: + 2°C to + 30°C
frostempfindlich
UN2059 ADR Kl.3 Zi.33c

Lagerzeit: 6 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: water thinnable NC emulsion
lacquer, colourless

Solid content: approx. 13%

Flashpoint: approx. 53°C

Properties: E-Lack 731 is a colourless,
medium hard NC emulsion lacquer with
excellent levelling properties. Leathers
finishes with E-Lack 731 have a high gloss
and very good rubbing resistance. The
brilliance of the finish is markedly improved
whereby the leather character is particularly
emphasised.

Storage: +2°C to + 30°C
sensitive to frost
UN2059 ADR Cl.3 Cf.33c

Shelf life: 6 months
in well sealed containers.

Stir well before use.


