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E-Lack  771

Typ: wässriger NC Emulsions-
lack, farblos

Festkörper: ca. 13%

Flammpunkt: ca. 52°C

Eigenschaften: E-Lack 771 ist eine
weiche, farblose, wasserverdünnbare NC
Lackemulsion mit ausgezeichneten Ver-
laufseigenschaften. E-Lack 771 ist gut
millbar und abriebfest, er wurde speziell für
alle softy Ledertypen ausgearbeitet und
gibt guten Glanz, sowie hervorragende
Echtheiten.

Lagerung: +2°C to + 30°C
frostempfindlich
UN2059 ADR Kl.3 Zi.33c

Lagerzeit: 6 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: water thinnable NC emulsion
lacquer, colourless

Solid content: approx. 13%

Flashpoint: approx. 52°C

Properties: E-Lack 771 is a water
thinnable soft, colourless NC emulsion
lacquer with excellent abrasion fastness
and good levelling properties producing a
good gloss. Specially developed for all
kinds of leathers it allows long milling
periods.

Storage: +2°C to + 30°C
sensitive to frost
UN2059 ADR Cl.3 Cf.33c

Shelf life: 6 months
in well sealed containers.

Stir well before use.


