TECHNICAL INFORMATION

LEDERTECHNIK

E-Lack WL2001

Typ: wassrige CAB Emulsion
farblos
Festkorper: ca. 13%

Flammpunkt: ca. 49°C

Eigenschaften: E-Lack WL 2001 ist ein
farbloser, lichtechter, hoch abriebfester
CAB Lack mit guten Milleigenschaften.
Leder die mit E-Lack WL 2001 gefinisht
sind zeigen einen guten Glanz, hohe
Echtheiten und haben einen angenehmen
warmen Griff. Der Lack hat beim
Verspritzen einen guten Verlauf und eine
geflllte Oberflache.

Lagerung: + 2°C to +30°C
frostempfindlich
UN1993 ADR KI.3 Zi.31c

Lagerzeit: 6 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

Type: water thinnable CAB-
emulsion, colourless

Solid content: approx. 13%

Flashpoint: approx. 49°C

Properties: E-Lack WL 2001 is a
transparent light fast water thinnable CAB
lacquer with very good abrasion resistance,
specially suited for milling.

E-Lack WL 2001 has a high gloss,
excellent guaranties and a pleasant warm
feel. The lacquer has good levelling
properties and a high build.

Storage: +2°C to +30°C
sensitive to frost
UN1993 ADR CI.3 Cf.31¢c

Shelf life: 6 months
in well sealed containers.

Stir well before use.
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