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E-Lack  796

Typ: wässriger NC Emulsions-
lack, schwarz pigmentiert

Festkörper: ca. 16%

Flammpunkt: ca. 66°C

Eigenschaften: E-Lack 796 ist ein
schwarz pigmentierter NC Emulsionslack
mit guter Fülle und Deckkraft. Mit E-Lack
796 gefinishte Leder haben einen schönen
tiefschwarzen Glanz und ausgezeichnete
Abriebwerte. Empfohlenes Verdünnungs-
verhältnis mit Wasser ist 5:5 bis 6:4
Mit Polyton M300 kann jeder gewünschte
Mattgrad eingestellt werden.

Lagerung: +2°C to + 30°C
frostempfindlich
UN2059 ADR Kl.3 Zi.33c

Lagerzeit: 6 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: water thinnable NC emulsion
lacquer, black pigmented

Solid content: approx. 16%

Flashpoint: approx. 66°C

Properties: E-Lack 796 is a black
pigmented NC emulsion with good build
and hiding power. Leathers finished with E-
Lack 796 have a beautiful depp black gloss
and good abrasion guarantees.
Recommeded thinning ratio with water is
5:5 up to 6:4. To adjust the gloss the
addition of Polyton M300 achieves every
desired matting degree.

Storage: +2°C to + 30°C
sensitive to frost
UN2059 ADR Cl.3 Cf.33c

Shelf life: 6 months
in well sealed containers.

Stir well before use.


